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Length      Total Total        Weight Inlet sectional  EDP
height height area** Number

[cm] h1 [cm] h2 [cm] [kg] [cm2] 010...

100 15,0 15,0 17,1 98,27 157201
100 15,0 15,0 17,1 98,27 157203
50 15,0 15,0 8,4 98,27 157205
100 17,5 17,5 19,1 123,27 157219
100 17,5 17,5 19,1 123,27 157221
50 17,5 17,5 9,4 123,27 157223
100 20,0 20,0 20,1 148,27 157237
100 20,0 20,0 21,1 148,27 157239
50 20,0 20,0 10,4 148,27 157241
100 22,5 22,5 22,1 173,27 157255
100 22,5 22,5 23,1 173,27 157257
50 22,5 22,5 11,4 173,27 157259
100 25,0 25,0 24,1 198,27 157273
100 25,0 25,0 25,1 198,27 157275
50 25,0 25,0 12,4 198,27 157277
100 30,5 30,5 27,4 248,27 157279

Channels without fall

Channels with linear fall

Product 
description

EN 1000.01)

EN 1000.0/A2)

EN 1000.11)3)

EN 1005.01)

EN 1005.0/A2)

EN 1005.11)3)

EN 1010.01)

EN 1010.0/A2)

EN 1010.11)3)

EN 1015.01)

EN 1015.0/A2)

EN 1015.11)3)

EN 1020.01)

EN 1020.0/A2)

EN 1020.11)3)

EN 1030.0

1) Channel element suitable for connection to a vertical Ø 100 outlet           
connector, a silt box or an end cap with an outlet connector

2) Channel element with HD-PE outlet connector Ø 100 with sealing ring
3) Channel element suitable for corner and cross junction connection
** Cross sectional area from the grating surface to the invert of  the channel 

Length      Total Total        Weight Inlet sectional EDP
height height area** Number

[cm] h1 [cm] h2 [cm] [kg] [cm2] 010...

100 15,0 15,5 17,1 103,27 157207
100 15,5 16,0 17,1 108,27 157209
100 16,0 16,5 17,6 113,27 157211
100 16,5 17,0 17,6 118,27 157213
100 17,0 17,5 18,1 123,27 157215
100 17,0 17,5 18,1 123,27 157217
100 17,5 18,0 19,1 128,27 157225
100 18,0 18,5 19,1 133,27 157227
100 18,5 19,0 19,6 138,27 157229
100 19,0 19,5 19,6 143,27 157231
100 19,5 20,0 20,1 148,27 157233
100 19,5 20,0 20,1 148,27 157235
100 20,0 20,5 21,1 153,27 157243
100 20,5 21,0 21,1 158,27 157245
100 21,0 21,5 21,6 163,27 157247
100 21,5 22,0 21,6 168,27 157249
100 22,0 22,5 22,1 173,27 157251
100 22,0 22,5 23,1 173,27 157253
100 22,5 23,0 23,1 178,27 157261
100 23,0 23,5 23,1 183,27 157263
100 23,5 24,0 23,6 188,27 157265
100 24,0 24,5 23,6 193,27 157267
100 24,5 25,0 24,1 198,27 157269
100 24,5 25,0 25,1 198,27 157271

Product 
description

EN 1001
EN 1002
EN 1003
EN 1004
EN 10051)

EN 1005/A2)

EN 1006
EN 1007
EN 1008
EN 1009
EN 10101)

EN 1010/A2)

EN 1011
EN 1012
EN 1013
EN 1014
EN 10151)

EN 1015/A2)

EN 1016
EN 1017
EN 1018
EN 1019
EN 10201)

EN 1020/A2)

Channel units overview 
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Silt box 
EN 1000.EK

Description and sizes 
◆ Integrated cast iron edge protection
◆ Galvanised steel sediment bucket
◆ Suitable for installation of MEADRAIN Top PROFIX, CLIPFIX and standard grating covers
◆ Pre-formed knockouts for breaking out, making the perfect connection of the channel types 1000, 1005, 

1010, 1015, 1020 and 1030
◆ Connection facility for outlet connector Ø 100 and Ø 150

◆ EDP-Number: 010157291
◆ Total height: 585 mm ◆ Length: 500 mm 
◆ Total width: 140 mm ◆ Weight: 30,5 kg

Sediment bucket for 
EN 1000.EK-S

Description and sizes 
◆ Optimised slot design for achieving best discharge rates
◆ Material: galvanised steel DX 51 D 275 NA 
◆ Silt box EN 1000.EK already includes sediment bucket

◆ EDP-Number: 010156264
◆ Total height: 240 mm ◆ Length: 460 mm 
◆ Total width: 86 mm ◆ Weight: 1,9 kg
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End caps for channel start and channel end 
EN 1000.SE/EN 1030.SE

Description and sizes
◆ Edge protection: cast iron
◆ Suitable for channel types 1000.0 – 1020.0 1030.0

EN 1000.SE EN 1030.SE

◆ EDP-Number: 010153371 010153389
◆ Total height: 250 mm 305 mm
◆ Total width: 141 mm 141 mm
◆ Total weight: 1,3 kg 1,8 kg

End caps for channel end
EN 1000.E

Description and sizes
◆ Edge protection: cast iron
◆ HD-PE outlet connector  Ø 100
◆ Suitable for channel types 1000, 1005, 1010, 1015 and 1020

EN 1000.E EN 1005.E     EN 1010.E     EN 1015.E     EN 1020.E

◆ EDP-Number: 010153373     010153375     010153377     010153379     010153381
◆ Total height: 133 mm 158 mm 183 mm 208 mm 233 mm
◆ Total width: 140 mm 140 mm 140 mm 140 mm 140 mm
◆ Weight: 1,1 kg 1,3 kg 1,6 kg 1,8 kg 2,0 kg
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End caps for change at channel run high point
EN 1000.RWH

Description and sizes
◆ Edge protection: cast iron
◆ Suitable for all channels EN 1000

◆ EDP-Number: 010153383
◆ Total height: 250 mm ◆ Weight: 1,3 kg
◆ Total width: 143 mm

End caps for change 
at channel run low point
EN 1000.RWT

End caps as connecting 
element for differing 
channel heights 
EN 1000.EU

Description and sizes
◆ Edge protection: cast iron
◆ Suitable for channels:  

EN 1015.RWT for EN 1015 EN 1020.RWT for EN 1020 EN 1020.0 to EN 1030.0    

EN 1015.RWT EN 1020.RWT  EN 1000.EU   

◆ EDP-Number: 010153385     010153387 010153391    
◆ Total height: 225 mm 250 mm 73 mm
◆ Total width: 143 mm 143 mm 120 mm
◆ Weight: 1,1 kg 1,1 kg 0,5 kg
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Installation examples

= Pre-formed knockout for vertical discharge

= End cap outlet with HD-PE connector






